EXISTING CONTROLLER SEQUENCE
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5 SCHEDULE OF QUANTITIES
L.C.D.0.T ITEM UNIT  TOTAL
TRAFFIC SIGNAL INSTALLATION TOTAL THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1
ELECTRICAL SERVICE REQUIREMENTS WATTAGE DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR EXPENSE. THE FULL-ACTUATED CONTROLLER IN EXISTING CABINET, SPECIAL EACH 1
WATTAGE SALVAGE VALUE OF THE REMOVED EQUIP| T SHALL BE REFLECTED IN THE y EACH
TYPE NO. OF LANPS (UMD 160 ¥ 7 OPERATION CONTRACT BID PRICE. MEN L MODIFY EXISTING CONTROLLER CABINET — EACH 1
SIGNAL  (RED) 12 10 0.50 60.0 REMOVE EXISTING TRAFFIC SIGNAL EQUIPM
(YELLOW) 12 19 0.10 22.8 {  EACH  CONTROLLER UNINTERRUPTIBLE POWER SUPPLY EACH 1
(GREEN) 12 u 040 52.8 REMOTE-CONTROLLED VIDEO SYSTEM EACH 1
22 ARROW - 9 0.10 - 1 EACH MASTER CONTROLLER LAYER Il (DATALINK) SWITCH EACH 1
. CONTROLLER 1 100 1.00 100.0 SPLICE FIBER N CABINET EACH 8
T tgglzflﬁfm SN - 222 g'gg ' CONSTRUCTION NOTES: TERMINATE FIBER IN CABINET , EACH 12
S (LD, ST, - . - ) FOOT 182
i VIDEO SYSTEM 1 150 1.00 150.0 (D) INSTALL UNINTERRUPTIBLE POWER SUPPLY (UPS). ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C
BATTERY BACKUP| 1 25 1.00 25.0 ELECTRIC CABLE IN CONDUIT, COAXIAL FOOT 182
ALL EXISTING CONFIRMATION BEACONS SHALL BE RETROFITTED WITH LED ELECTRIC CABLE IN CONDUIT, 4/C # 20, VIDEO FOOT 182
Y COSTS TO: TOTAL = 482.6 INDICATIONS. THIS WORK SHALL BE INCLUDED IN THE COST FOR THE PAY ITEM:
ENERG UNINTERRUPTIBLE POWER SUPPLY.
CITY OF HIGHLAND PARK
1707 ST. JOHNS AVENUE @ THE TRAFFIC SIGNAL CONTROLLER SHALL BE NTCIP COMPATIBLE. NOTE:
HIGHLAND PARK, IL 60035-3533 THE TRAFFIC SIGNAL CONTROLLER EQUIPMENT
’ @ INSTALL NEW PTZ CAMERA ON EXISTING COMBINATION MAST ARM. FOR THIS PROJECT SHALL: BE “EAGLE” TO
ENERGY SUPPLY: CONTACT: _ JEAN WILL MATCH THE EXISTING ADJACENT SYSTEM.
PHONE: (847) 816-5459
COMPANY: __ COMED
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